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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 
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'Step Out From the Old to the New" 
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Satyanarayan Gangarara Pitroda 
Invent a New India Using Knowledge 



Bhartrhari — Nitisatakam 
''Knowledge is such a treasure which cannot be stolen" 
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Indian Standard 

SPECIFICATION FOR 
SISAL LINES 



(Reaffirmed 2001) 



1. Scope — Prescribes requirements of four varieties of hawser-laid sisal lines used for lashing, 
lacing, tying and other sundry purposes. 

2. Manufacture 

2.1 f/'bre ~ Shall be true sisal, that Is, Aga^e sisalana fibre, reasonably free from dust, dirt and shorts, 

2.2 Karn — Variety No. 1 shall be made from yarn weighing approximately 450 m/kg, Variety No. 2 
from 410 m/kg, Variety No. 3 from 275 m/kg and Variety No, 4 from 220 m/kg. The number of yarns 
or strands in the line shall be as shown in Table 1, each strand as far as practicable containing an 
equal number of yarns. 

2.3 Strands — Shall be firmly and evenly twisted. 

2.4 Lines — Shall be well and evenly laid with a firm lay and shall be free from knots and protruding 
yarns. 

2.5 Co/7 — Shall be continuous throughout its length and shall not contain splices or joints in the 
strands or in the lines, 

3. Requirements 

3.1 Hawser-laid sisal lines shall comply with the requirements specified in Table 1, 







TABLE 1 REQUIREMENTS OF HAWSER-LAID SISAL LINES 


Variety 
No. 


Nominal Diameter Number of Yarns/ Linear Density, *Breaking Strength, 
in mm Strands A^/n, in kilotex M/n, in kg on $0 cm 

(g/m) Gauge Length 


1 




4 2 15 125 


2 




5 2 20 180 


3 




6 2 28 250 


4 




7 2 36 320 


Method 
Test 


of 


— — IS : 7071 ( Part II )t IS : 1670-1970^ 


♦Refers to 
more than 10 


untarrecJ 
percent. 


variety. The breaking strength of tarred lines shall not be less than that of the untarred lines by 


tPhyslcal 


methods of test for ropes and cordages: Part U Mass, length and linear density ( undBr preparation ). 


JMethod f 


or determ 


ination of breaking load ( strength ), elongation at break and tenacity of yarn ( first revislor) ). 



3.2 If required by the procuring authority the lines may be tarred with suitable material as agreed to 
between the buyer and the seller. The amount of applied tar shall not exceed 25 percent of the 
mass of the original line. 

3.3 Length of Coil — Unless otherwise stated, the lines shall be supplied in coils of 220 m. The 
length of line in a coil shall be determined by the method- prescribed in IS : 7071 ( Part II ). 
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4. Packing— Unless otherwise agreed to between the buyer and the seller, the lines shall be 
packed in accordance with the provisions of IS : 3256-1965 ' Code for Inland packaging of ropes and 
cordages \ 

5. Marking — Each coil shall have a label securely attached to it on which the following information 
shall be legibly and indelibly marked: 

a) Manufacturer's name or trade-mark, 

b) Nominal diameter, 

c) Length of line in the coil in metres, 

d) Year of manufacture, and 

e) Country of origin. 

5-1 Certification Marking — Details available with the Bureau of Indian Standards. 

6. Sampling 

6.1 Lot — The numb3r of coils of the same nominal diameter manufactured under essentially similar 
conditions and delivered to a buyer against a despatch note shall constitute a lot 

6.2 The conformity of the lot shall be determined on the basis of tests carried out on the samples 
selected from it. 

6.3 Unless otherwise agreed to between the buyer and the seller, the number of coils to be selected 
at random from a lof shall be as given below; 

Lot Size Sample Size 

Up to 10 colls 1 

Each group of 10 coils 1 

Any remainder 1 

6.4 Criteria for Conformity — The tot shall be declared conforming to this standard if the conditions 
given below are satisfied: 

a) The length of each coil is not less than the specified length, and 

b) The average values of the test results in respect of other requirements conform to the 
requirements specified in the standard. 



This standard is based on IND/TC/2149(a) Line, sisal hawser-laid, issued by the IWIinistry of 
Defence, Government of India. 
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